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LED Tri-proof Light
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Features & Benefits

1. Slotted iron Board, excellent heat dissipation.
2. Universal voltage: 100-277v or 100-347v.
3. IP65, IKO8, and 850 degrees glow wire test requirement.
4. Modular installation, save labor cost.
5. Suitable for supermarket, warehouse, underground parking place, garage,
production workshops.
6. 5-year warranty.
Specification mm
Part No. Power Input Voltage Luminous Luminous CCT Viewing PF |Warranty
Flux Efficacy Angle
TS-TPL3-2FT20W-X-XXK AXX A 20W 2600Im
TS-TPL3-2FT20W-X-TC AXX A 20W 2600Ilm
TS-TPL3-4FT50W-X-XXK AXX A 50W 6500Im
TS-TPL3-4FT50W-X-TC AXX A 50W
TS-TPL3-4FT50W-X-TCP AXX A 30/40/50W AC100-277V 2288:2 0.9
TS-TPL3-8FT70W-X-XXK AXX A 70W 9100Im
TS-TPL3-8FT70W-X-TC AXX A 70W 9100Im 3500K
TS-TPL3-8FT70W-X-TCP AXX A
TS-TPL3-2FT20W-X-347-XXK AXX A 50/28<ZIOW gégg:m 140Im/W ggggE 120° >80 5 Years
TS-TPL3-2FT20W-X-347-TC AXX A 20W 2600Im 6500K
TS-TPL3-4FT50W-X-347-XXK AXX A 50W 6500Ilm
TS-TPL3-4FT50W-X-347-TC AXX A 50W -
TS-TPL3-4FT50W-X-347-TCP AXX A 30/40/50W AC120-347V 2288:2 vo.88
TS-TPL3-8FT70W-X-347-XXK AXX A 70W 9100Im
TS-TPL3-8FT70W-X-347-TC AXX A 70W 9100Im
TS-TPL3-8FT70W-X-347-TCP AXX A 50/60/70W 9100Im

Xcan be H, L, H1, where H means high lighting efficiency; L means low lighting efficiency; H1 means super high efficiency x
XXX represents input wvoltage, can be 120-277V (blank) or 120-347V(347V) x
XXK can be any number for color temperature:35K,40K,50K,65K x

TCP represents CCT and wattage selectable, TC represents CCT selectable,blank represents single CCT and wattage x
(XX) can be (MS) or blank, (MS) means motion sensor; blank means no motion sensor.
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Product Dimension

Model L*W*H Amm/in A
TS-TPL3-2FT 600*110*88/23.62*4.33*3.46
TS-TPL3-4FT 1200*110*88/47.24*4.33*3.46
TS-TPL3-8FT 2400*110*88/94.48*4.33*3.46

Testing Report 'l
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Applications Wl

Important =

Read this instruction carefully before installation. Keep it for further reference.

Make electrical and grounded connections in accordance with the national electrical code
and any applicable code. Always turn off the power supply before installation.

This product must be installed in accordance with the applicable installation code by a

qualified electrician who is familiar with the construction and operation of the product and
the hazards involved.

WARNING:
Risk of fire or electric shock. Fixture installation requires knowledge of luminaires electrical systems. If not qualified, DO
NOT attempt installation. Contact a qualified electrician.

Risk of fire or electric shock. Suitable for wet locations. Always turn off the power supply before installation.

Risk of fire or electric shock. Suitable for non-insulated surface and frame. DO NOT cover fixture with insulation liner
or similar material.

DO NOT install fixture on unstable, loose or easily breakable surface.
DO NOT exert force on the surface of the fixture.
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Packing /Weight |
Model Inner box (L*W*H) Qty/Ctn(pcs) Outer box (L*W*H) N.W/pcs(lbs/Kg) | G.WI/Ctn (Ibs/Kg))
660*117*98mm 680*250*225mm
TS-TPL3-2FT o5 0874 6743.86" 4 26,7770 84"+ 86" 3.2/1.45 16.5/75
1260*117*98mm 1280*250*225mm
TS-TPL3-4FT 49 64,63 86" 4 50.39"9 8448 86" 5.07/2.3 25.79/11.7
2460%132*98mm 2480*214*148mm
TS-TPL3-8FT 96.85"5 0"+3 86" 2 97 648 43745 83" 10.58/4.8 25.57/11.6
Note
1.The installation and maintenance must be completed by electricians or professionals.
2.Please cut off the power before installation and maintenance.
3.The thermally insulating material is not allowed to cover the fixture.
4. Please keep away from the corrosive substance, and keep the fixture dry and clean.
5.Working temperature: -4°F~113°F, storage temperature: -22°F~140°F.
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